
www.centralinvest-bg.com 1

1 
 

Creva hidraulična 
 Crevo 1SN DIN EN853, SAE100R1, ISO 1436 1SNR1.......................................................................2 
 Crevo SEMPERPAC  1SN-K..............................................................................................................2 
 Crevo 2SN DIN EN853, SAE100R2, ISO 1436 2SNR2.......................................................................3 
 Crevo SEMPERPAC  2SN-K..............................................................................................................3 
 Crevo Semperjet 1SN DIN EN853...................................................................................................4 
 Crevo Semperjet 2SN DIN EN853...................................................................................................4 
 Crevo SEMPERPAC  SPC3 DIN EN856 -4SP.....................................................................................5 
 Crevo 4SP DIN EN856, EN856 4SP, SAE 100R9 – MSHA.................................................................5 
 Crevo 4SH DIN EN856, EN856 4SH – MSHA...................................................................................6 
 Crevo termoplasticno OL8M..........................................................................................................6 
 Crevo termoplasticno MTKH..........................................................................................................7 
 Crevo Spir Star 2W.........................................................................................................................7 
 Test crevo TS8................................................................................................................................8 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2
2
3
3
4
4
5
5
6
6
7
7
8

Creva
hidraulična



www.centralinvest-bg.com2

2 
 

Crevo 1SN DIN EN 853 
 SAE 100R1, ISO 1436 1SNR1

 

Konstrukcija creva: 
Unutra: uljno otporna sintetička guma 
Ojačanje: jedan oplet od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg (srednji) -40˚C do 
+100˚C (+120˚C max.) 
 

Hose construction: 
Tube: oil resistant synthetic rubber 
Reinforcement: one high tensile steel 
wire braid 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 10,9 13,0 225 3265 450 900 100 0,19 
8 5/16 8,3 12,5 14,7 215 3120 430 860 115 0,22 

10 3/8 9,9 14,8 16,8 180 2610 360 720 125 0,28 
12 1/2 13,0 17,9 20,0 160 2320 320 640 180 0,36 
16 5/8 16,4 21,0 23,2 130 1885 260 520 200 0,44 
19 3/4 19,5 25,0 27,1 105 1525 210 420 240 0,56 
25 1 26,0 32,9 35,1 88 1275 176 352 300 0,83 
32 1-1/4 32,5 39,9 42,5 63 915 150 252 425 1,07 
38 1-1/2 38,7 46,5 50,1 50 725 100 200 500 1,42 
51 2 51,1 59,9 64,1 40 580 80 160 630 2,01 

 

 

 

 

Crevo  
SEMPERPAC 1SN-K

 

Konstrukcija creva: 
Unutra: sintetička guma otporna na 
hidraulična ulja (HL, HLP, HLPD, HVLP, 
HFA, HFAS, HFB, HFC) 
Ojačanje: jedan oplet od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg (srednji) -40˚C do 
+100˚C (+120˚C max.) 
 

Hose construction: 
Tube: synthetic rubber, resistant against 
hydraulic fluid (HL, HLP, HLPD, HVLP, HFA, 
HFAS, HFB, HFC) 
Reinforcement: one high tensile steel 
wire braid 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 10,3 12,1 290 4205 580 1160 40 0,17 
8 5/16 8,3 11,7 13,7 250 3625 500 1000 55 0,21 

10 3/8 9,9 13,6 15,9 230 3335 460 920 65 0,26 
12 1/2 13,0 16,9 19,2 200 2900 400 800 80 0,34 
16 5/8 16,4 20,3 22,3 150 2175 300 600 105 0,39 
19 3/4 19,5 23,9 26,1 125 1815 250 500 120 0,50 
25 1 26,0 31,0 33,1 110 1595 220 440 160 0,74 
31 1-1/4 32,5 40,2 43,7 100 1450 200 400 300 1,28 

 

HIDRAULIČNA 
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Crevo 2SN DIN EN 853 
 SAE 100R2, ISO 1436 2SNR2

 

Konstrukcija creva: 
Unutra: uljno otporna sintetička 
guma 
Ojačanje: dva opleta od celicne 
žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg (srednji) -40˚C 
do +100˚C (+120˚C max.) 
 

Hose construction: 
Tube: oil resistant synthetic rubber 
Reinforcement: two high tensile steel 
wire braids 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 12,4 14,4 400 5800 800 1600 100 0,31 
8 5/16 8,3 14,0 16,0 350 5075 700 1400 115 0,37 

10 3/8 9,9 16,4 18,4 330 4785 660 1320 125 0,44 
12 1/2 13,0 19,4 21,4 275 4000 550 1100 180 0,53 
16 5/8 16,4 22,6 24,6 250 3625 500 1000 200 0,66 
19 3/4 19,5 26,6 28,6 215 3120 430 860 240 0,84 
25 1 26,0 34,5 37,1 165 2395 330 660 300 1,23 
32 1-1/4 32,5 43,9 46,7 125 1815 250 500 420 1,77 
38 1-1/2 38,7 51,1 54,5 90 1305 180 360 500 2,17 
51 2 51,1 62,9 66,7 80 1160 160 320 630 2,79 

 

 

 

Crevo  
SEMPERPAC 2SN-K 

 

Konstrukcija creva: 
Unutra: sintetička guma otporna 
na hidraulična ulja (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Ojačanje: dva oplet od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg (srednji) -
40˚C do +100˚C (+120˚C max.) 
 

Hose construction: 
Tube: synthetic rubber, resistant against 
hydraulic fluid (HL, HLP, HLPD, HVLP, 
HFA, HFAS, HFB, HFC) 
Reinforcement: two high tensile steel 
wire braids 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 11,4 13,4 450 6525 900 1800 45 0,27 
8 5/16 8,3 13,0 15,0 420 6090 840 1680 60 0,31 

10 3/8 9,9 14,9 17,0 385 5585 770 1540 70 0,39 
12 1/2 13,0 18,7 20,7 345 5000 690 1380 90 0,52 
16 5/8 16,4 21,6 23,6 290 4205 580 1160 130 0,61 
19 3/4 19,5 25,7 27,7 280 4060 560 1120 160 0,79 
25 1 26,0 32,9 35,6 200 2900 400 800 210 1,15 
31 1-1/4 32,5 40,5 43,5 175 2540 350 700 300 1,57 
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Crevo 2SN DIN EN 853 
 SAE 100R2, ISO 1436 2SNR2

 

Konstrukcija creva: 
Unutra: uljno otporna sintetička 
guma 
Ojačanje: dva opleta od celicne 
žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg (srednji) -40˚C 
do +100˚C (+120˚C max.) 
 

Hose construction: 
Tube: oil resistant synthetic rubber 
Reinforcement: two high tensile steel 
wire braids 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 12,4 14,4 400 5800 800 1600 100 0,31 
8 5/16 8,3 14,0 16,0 350 5075 700 1400 115 0,37 

10 3/8 9,9 16,4 18,4 330 4785 660 1320 125 0,44 
12 1/2 13,0 19,4 21,4 275 4000 550 1100 180 0,53 
16 5/8 16,4 22,6 24,6 250 3625 500 1000 200 0,66 
19 3/4 19,5 26,6 28,6 215 3120 430 860 240 0,84 
25 1 26,0 34,5 37,1 165 2395 330 660 300 1,23 
32 1-1/4 32,5 43,9 46,7 125 1815 250 500 420 1,77 
38 1-1/2 38,7 51,1 54,5 90 1305 180 360 500 2,17 
51 2 51,1 62,9 66,7 80 1160 160 320 630 2,79 

 

 

 

Crevo  
SEMPERPAC 2SN-K 

 

Konstrukcija creva: 
Unutra: sintetička guma otporna 
na hidraulična ulja (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Ojačanje: dva oplet od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg (srednji) -
40˚C do +100˚C (+120˚C max.) 
 

Hose construction: 
Tube: synthetic rubber, resistant against 
hydraulic fluid (HL, HLP, HLPD, HVLP, 
HFA, HFAS, HFB, HFC) 
Reinforcement: two high tensile steel 
wire braids 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 11,4 13,4 450 6525 900 1800 45 0,27 
8 5/16 8,3 13,0 15,0 420 6090 840 1680 60 0,31 

10 3/8 9,9 14,9 17,0 385 5585 770 1540 70 0,39 
12 1/2 13,0 18,7 20,7 345 5000 690 1380 90 0,52 
16 5/8 16,4 21,6 23,6 290 4205 580 1160 130 0,61 
19 3/4 19,5 25,7 27,7 280 4060 560 1120 160 0,79 
25 1 26,0 32,9 35,6 200 2900 400 800 210 1,15 
31 1-1/4 32,5 40,5 43,5 175 2540 350 700 300 1,57 

 
 

HIDRAULIČNA 
CREVA
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Crevo Semperjet 1SN 
DIN EN 853 

  

Konstrukcija creva: 
Unutra: sintetička guma otporna na 
hladnu i toplu vodu sa uobičajnim 
sredstvima za čišćenje 
Ojačanje: jedan oplet od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg: -10˚C do +155˚C  
 

Hose construction: 
Tube: synthetic rubber, resistant against 
cold and hot water with usual cleaning 
agents 
Reinforcement: one high tensile steel 
wire braid 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -10˚C do +155˚C 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 10,9 13,0 250 3625 450 900 100 0,19 
8 5/16 8,3 12,5 14,7 220 3190 430 860 115 0,22 

10 3/8 9,9 14,8 16,8 220 3190 360 720 125 0,28 
12 1/2 13,0 17,9 20,0 220 3190 320 640 180 0,36 
16 5/8 16,4 21,0 23,2 130 1885 260 520 200 0,44 

 
 
 
 
 
 
 

Crevo Semerjet 2SN  
DIN EN 853 

  

Konstrukcija creva: 
Unutra: sintetička guma otporna na 
hladnu i toplu vodu sa uobičajnim 
sredstvima za čišćenje 
Ojačanje: dva opleta od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg: -10˚C do +155˚C  
 

Hose construction: 
Tube: synthetic rubber, resistant 
against cold and hot water with usual 
cleaning agents 
Reinforcement: two high tensile steel 
wire braids 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -10˚C do +155˚C 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 12,4 14,4 400 5800 800 1600 100 0,31 
8 5/16 8,3 14,0 16,0 400 5800 700 1400 115 0,37 

10 3/8 9,9 16,4 18,4 400 5800 660 1320 125 0,44 
12 1/2 13,0 19,4 21,4 400 5800 600 1100 180 0,56 
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Crevo Semperjet 1SN 
DIN EN 853 

  

Konstrukcija creva: 
Unutra: sintetička guma otporna na 
hladnu i toplu vodu sa uobičajnim 
sredstvima za čišćenje 
Ojačanje: jedan oplet od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg: -10˚C do +155˚C  
 

Hose construction: 
Tube: synthetic rubber, resistant against 
cold and hot water with usual cleaning 
agents 
Reinforcement: one high tensile steel 
wire braid 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -10˚C do +155˚C 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 10,9 13,0 250 3625 450 900 100 0,19 
8 5/16 8,3 12,5 14,7 220 3190 430 860 115 0,22 

10 3/8 9,9 14,8 16,8 220 3190 360 720 125 0,28 
12 1/2 13,0 17,9 20,0 220 3190 320 640 180 0,36 
16 5/8 16,4 21,0 23,2 130 1885 260 520 200 0,44 

 
 
 
 
 
 
 

Crevo Semerjet 2SN  
DIN EN 853 

  

Konstrukcija creva: 
Unutra: sintetička guma otporna na 
hladnu i toplu vodu sa uobičajnim 
sredstvima za čišćenje 
Ojačanje: dva opleta od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg: -10˚C do +155˚C  
 

Hose construction: 
Tube: synthetic rubber, resistant 
against cold and hot water with usual 
cleaning agents 
Reinforcement: two high tensile steel 
wire braids 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -10˚C do +155˚C 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 12,4 14,4 400 5800 800 1600 100 0,31 
8 5/16 8,3 14,0 16,0 400 5800 700 1400 115 0,37 

10 3/8 9,9 16,4 18,4 400 5800 660 1320 125 0,44 
12 1/2 13,0 19,4 21,4 400 5800 600 1100 180 0,56 
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Crevo Semperjet 1SN 
DIN EN 853 

  

Konstrukcija creva: 
Unutra: sintetička guma otporna na 
hladnu i toplu vodu sa uobičajnim 
sredstvima za čišćenje 
Ojačanje: jedan oplet od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg: -10˚C do +155˚C  
 

Hose construction: 
Tube: synthetic rubber, resistant against 
cold and hot water with usual cleaning 
agents 
Reinforcement: one high tensile steel 
wire braid 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -10˚C do +155˚C 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 10,9 13,0 250 3625 450 900 100 0,19 
8 5/16 8,3 12,5 14,7 220 3190 430 860 115 0,22 

10 3/8 9,9 14,8 16,8 220 3190 360 720 125 0,28 
12 1/2 13,0 17,9 20,0 220 3190 320 640 180 0,36 
16 5/8 16,4 21,0 23,2 130 1885 260 520 200 0,44 

 
 
 
 
 
 
 

Crevo Semerjet 2SN  
DIN EN 853 

  

Konstrukcija creva: 
Unutra: sintetička guma otporna na 
hladnu i toplu vodu sa uobičajnim 
sredstvima za čišćenje 
Ojačanje: dva opleta od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg: -10˚C do +155˚C  
 

Hose construction: 
Tube: synthetic rubber, resistant 
against cold and hot water with usual 
cleaning agents 
Reinforcement: two high tensile steel 
wire braids 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -10˚C do +155˚C 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 12,4 14,4 400 5800 800 1600 100 0,31 
8 5/16 8,3 14,0 16,0 400 5800 700 1400 115 0,37 

10 3/8 9,9 16,4 18,4 400 5800 660 1320 125 0,44 
12 1/2 13,0 19,4 21,4 400 5800 600 1100 180 0,56 
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Crevo Semperjet 1SN 
DIN EN 853 

  

Konstrukcija creva: 
Unutra: sintetička guma otporna na 
hladnu i toplu vodu sa uobičajnim 
sredstvima za čišćenje 
Ojačanje: jedan oplet od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg: -10˚C do +155˚C  
 

Hose construction: 
Tube: synthetic rubber, resistant against 
cold and hot water with usual cleaning 
agents 
Reinforcement: one high tensile steel 
wire braid 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -10˚C do +155˚C 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 10,9 13,0 250 3625 450 900 100 0,19 
8 5/16 8,3 12,5 14,7 220 3190 430 860 115 0,22 

10 3/8 9,9 14,8 16,8 220 3190 360 720 125 0,28 
12 1/2 13,0 17,9 20,0 220 3190 320 640 180 0,36 
16 5/8 16,4 21,0 23,2 130 1885 260 520 200 0,44 

 
 
 
 
 
 
 

Crevo Semerjet 2SN  
DIN EN 853 

  

Konstrukcija creva: 
Unutra: sintetička guma otporna na 
hladnu i toplu vodu sa uobičajnim 
sredstvima za čišćenje 
Ojačanje: dva opleta od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg: -10˚C do +155˚C  
 

Hose construction: 
Tube: synthetic rubber, resistant 
against cold and hot water with usual 
cleaning agents 
Reinforcement: two high tensile steel 
wire braids 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -10˚C do +155˚C 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
6 1/4 6,6 12,4 14,4 400 5800 800 1600 100 0,31 
8 5/16 8,3 14,0 16,0 400 5800 700 1400 115 0,37 

10 3/8 9,9 16,4 18,4 400 5800 660 1320 125 0,44 
12 1/2 13,0 19,4 21,4 400 5800 600 1100 180 0,56 

 
 
 
 
 
 
 
 
 
 
 

HIDRAULIČNA 
CREVA
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Crevo SUPERPAC SPC3 
 DIN EN 856 – 4SP

 

Konstrukcija creva: 
Unutra: sintetička guma otporna 
na hidraulična ulja (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Ojačanje: tri opleta od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg (srednji) -
40˚C do +100˚C (+120˚C max.) 
 

Hose construction: 
Tube: synthetic rubber, resistant against 
hydraulic fluid (HL, HLP, HLPD, HVLP, 
HFA, HFAS, HFB, HFC) 
Reinforcement: three high tensile steel 
wire braids 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
10 3/8 9,9 16,8 20,9 500 7250 1000 2000 120 0,66 
12 1/2 13,0 20,6 24,1 470 6820 940 1880 160 0,89 
16 5/8 16,4 24,0 27,8 410 5950 820 1640 210 1,10 
19 3/4 19,5 28,1 31,1 375 5440 750 1500 260 1,33 
25 1 26,0 36,2 38,8 310 4500 620 1240 310 1,87 

 

 

 

 

 

Crevo 4SP DIN EN856 
 EN 856 4SP / SAE 100R9 - MSHA

 

Konstrukcija creva: 
Unutra: sintetička guma otporna 
na hidraulična ulja (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Ojačanje: četiri opleta od celicne 
žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove -MSHA 
Temperaturni opseg (srednji) -40˚C 
do +100˚C (+120˚C max.) 
 

Hose construction: 
Tube: synthetic rubber, resistant 
against hydraulic fluid (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Reinforcement: Four spiral layer of higj 
tensile steel wire 
Cover: abrasion and weather resistant 
synthetic rubber - MSHA 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
10 3/8 9,9 17,4 21,1 445 6455 890 1780 180 0,70 
12 1/2 13,0 20,6 24,2 425 6165 850 1700 230 0,85 
16 5/8 16,4 24,2 27,9 350 5075 700 1400 250 1,04 
19 3/4 19,5 27,9 32,0 350 5075 700 1400 300 1,32 
25 1 26,0 35,1 38,9 320 4640 640 1280 340 2,06 
32 1-1/4 32,5 45,9 50,5 210 3045 420 840 460 3,14 
38 1-1/2 38,7 52,1 56,8 185 2685 370 740 560 3,61 
51 2 51,1 65,4 70,2 165 2395 330 660 660 5,13 

5 
 

 

Crevo SUPERPAC SPC3 
 DIN EN 856 – 4SP

 

Konstrukcija creva: 
Unutra: sintetička guma otporna 
na hidraulična ulja (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Ojačanje: tri opleta od celicne žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove 
Temperaturni opseg (srednji) -
40˚C do +100˚C (+120˚C max.) 
 

Hose construction: 
Tube: synthetic rubber, resistant against 
hydraulic fluid (HL, HLP, HLPD, HVLP, 
HFA, HFAS, HFB, HFC) 
Reinforcement: three high tensile steel 
wire braids 
Cover: abrasion and weather resistant 
synthetic rubber 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
10 3/8 9,9 16,8 20,9 500 7250 1000 2000 120 0,66 
12 1/2 13,0 20,6 24,1 470 6820 940 1880 160 0,89 
16 5/8 16,4 24,0 27,8 410 5950 820 1640 210 1,10 
19 3/4 19,5 28,1 31,1 375 5440 750 1500 260 1,33 
25 1 26,0 36,2 38,8 310 4500 620 1240 310 1,87 

 

 

 

 

 

Crevo 4SP DIN EN856 
 EN 856 4SP / SAE 100R9 - MSHA

 

Konstrukcija creva: 
Unutra: sintetička guma otporna 
na hidraulična ulja (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Ojačanje: četiri opleta od celicne 
žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove -MSHA 
Temperaturni opseg (srednji) -40˚C 
do +100˚C (+120˚C max.) 
 

Hose construction: 
Tube: synthetic rubber, resistant 
against hydraulic fluid (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Reinforcement: Four spiral layer of higj 
tensile steel wire 
Cover: abrasion and weather resistant 
synthetic rubber - MSHA 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
10 3/8 9,9 17,4 21,1 445 6455 890 1780 180 0,70 
12 1/2 13,0 20,6 24,2 425 6165 850 1700 230 0,85 
16 5/8 16,4 24,2 27,9 350 5075 700 1400 250 1,04 
19 3/4 19,5 27,9 32,0 350 5075 700 1400 300 1,32 
25 1 26,0 35,1 38,9 320 4640 640 1280 340 2,06 
32 1-1/4 32,5 45,9 50,5 210 3045 420 840 460 3,14 
38 1-1/2 38,7 52,1 56,8 185 2685 370 740 560 3,61 
51 2 51,1 65,4 70,2 165 2395 330 660 660 5,13 

HIDRAULIČNA 
CREVA
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Crevo 4SH DIN EN856 
 EN 856 4SP  - MSHA

 

Konstrukcija creva: 
Unutra: sintetička guma otporna 
na hidraulična ulja (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Ojačanje: četiri opleta od celicne 
žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove -MSHA 
Temperaturni opseg (srednji) -40˚C 
do +100˚C (+120˚C max.) 
 

Hose construction: 
Tube: synthetic rubber, resistant 
against hydraulic fluid (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Reinforcement: Four spiral layer of higj 
tensile steel wire 
Cover: abrasion and weather resistant 
synthetic rubber - MSHA 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
19 3/4 19,5 28,3 31,9 420 6090 540 1680 280 1,43 
25 1 26,0 35,4 38,7 380 5510 760 1520 340 2,20 
32 1-1/4 32,5 42,3 46,4 350 5075 700 1380 460 2,58 
38 1-1/2 38,7 49,2 53,4 290 4200 580 1160 560 3,30 
51 2 51,1 63,2 67,3 250 3625 500 1000 700 4,94 

 

 

 

 

Crevo Termoplastično 
OL8M 
  

 

Konstrukcija creva: 
Unutra: termoplasticni poliester 
Ojačanje: aramidno pletivo  
Spoljni sloj abrazivno otporan, 
poliuretan , UV stabilan, otporan 
na mikoroorganizme 
Temperaturni opseg -40˚C do 
+100˚C  

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: aramid fiber braid  
Cover: andiabrasion polyurethane, stabilized 
to UV rays and resistant to micro-organisms 
Temperature range: -40˚C to +100˚C  

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
4 5/32 4,0 9,4 700 10150 2800 30 0,065 
5 3/16 4,8 11,3 700 10150 2800 30 0,093 
6 1/4 6,4 14,8 700 10150 2800 50 0,159 

10 3/8 9,7 16,0 350 5070 1400 80 0,149 
10 3/8 9,7 18,0 700 10150 2800 90 0,205 
12 1/2 13,0 22,0 350 5070 1400 100 0,285 
19 3/4 19,2 29,0 345 5002 1380 205 0,414 
25 1 25,8 35,0 250 3625 1000 230 0,493 
32 1-1/4 32,0 45,0 250 3625 1000 350 0,855 
 

6 
 

Crevo 4SH DIN EN856 
 EN 856 4SP  - MSHA

 

Konstrukcija creva: 
Unutra: sintetička guma otporna 
na hidraulična ulja (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Ojačanje: četiri opleta od celicne 
žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove -MSHA 
Temperaturni opseg (srednji) -40˚C 
do +100˚C (+120˚C max.) 
 

Hose construction: 
Tube: synthetic rubber, resistant 
against hydraulic fluid (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Reinforcement: Four spiral layer of higj 
tensile steel wire 
Cover: abrasion and weather resistant 
synthetic rubber - MSHA 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
19 3/4 19,5 28,3 31,9 420 6090 540 1680 280 1,43 
25 1 26,0 35,4 38,7 380 5510 760 1520 340 2,20 
32 1-1/4 32,5 42,3 46,4 350 5075 700 1380 460 2,58 
38 1-1/2 38,7 49,2 53,4 290 4200 580 1160 560 3,30 
51 2 51,1 63,2 67,3 250 3625 500 1000 700 4,94 

 

 

 

 

Crevo Termoplastično 
OL8M 
  

 

Konstrukcija creva: 
Unutra: termoplasticni poliester 
Ojačanje: aramidno pletivo  
Spoljni sloj abrazivno otporan, 
poliuretan , UV stabilan, otporan 
na mikoroorganizme 
Temperaturni opseg -40˚C do 
+100˚C  

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: aramid fiber braid  
Cover: andiabrasion polyurethane, stabilized 
to UV rays and resistant to micro-organisms 
Temperature range: -40˚C to +100˚C  

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
4 5/32 4,0 9,4 700 10150 2800 30 0,065 
5 3/16 4,8 11,3 700 10150 2800 30 0,093 
6 1/4 6,4 14,8 700 10150 2800 50 0,159 

10 3/8 9,7 16,0 350 5070 1400 80 0,149 
10 3/8 9,7 18,0 700 10150 2800 90 0,205 
12 1/2 13,0 22,0 350 5070 1400 100 0,285 
19 3/4 19,2 29,0 345 5002 1380 205 0,414 
25 1 25,8 35,0 250 3625 1000 230 0,493 
32 1-1/4 32,0 45,0 250 3625 1000 350 0,855 
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Crevo 4SH DIN EN856 
 EN 856 4SP  - MSHA

 

Konstrukcija creva: 
Unutra: sintetička guma otporna 
na hidraulična ulja (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Ojačanje: četiri opleta od celicne 
žice 
Spoljni sloj abrazivno otporan, 
sintetička guma otporna na ozon i 
vremenske uslove -MSHA 
Temperaturni opseg (srednji) -40˚C 
do +100˚C (+120˚C max.) 
 

Hose construction: 
Tube: synthetic rubber, resistant 
against hydraulic fluid (HL, HLP, HLPD, 
HVLP, HFA, HFAS, HFB, HFC) 
Reinforcement: Four spiral layer of higj 
tensile steel wire 
Cover: abrasion and weather resistant 
synthetic rubber - MSHA 
Temperature range: -40˚C to +100˚C 
(+120˚C max.) 

Nazivni prečnik Unutrašnji 
Ø 

Ojačanje  
Ø 

Spoljašnji 
Ø 

Radni pritisak Ispitni 
pritisak 

Rasprskavajući 
pritisak 

Radijus 
savijanja 

Težina 

mm inch mm mm mm bar psi bar bar mm kg/m 
19 3/4 19,5 28,3 31,9 420 6090 540 1680 280 1,43 
25 1 26,0 35,4 38,7 380 5510 760 1520 340 2,20 
32 1-1/4 32,5 42,3 46,4 350 5075 700 1380 460 2,58 
38 1-1/2 38,7 49,2 53,4 290 4200 580 1160 560 3,30 
51 2 51,1 63,2 67,3 250 3625 500 1000 700 4,94 

 

 

 

 

Crevo Termoplastično 
OL8M 
  

 

Konstrukcija creva: 
Unutra: termoplasticni poliester 
Ojačanje: aramidno pletivo  
Spoljni sloj abrazivno otporan, 
poliuretan , UV stabilan, otporan 
na mikoroorganizme 
Temperaturni opseg -40˚C do 
+100˚C  

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: aramid fiber braid  
Cover: andiabrasion polyurethane, stabilized 
to UV rays and resistant to micro-organisms 
Temperature range: -40˚C to +100˚C  

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
4 5/32 4,0 9,4 700 10150 2800 30 0,065 
5 3/16 4,8 11,3 700 10150 2800 30 0,093 
6 1/4 6,4 14,8 700 10150 2800 50 0,159 

10 3/8 9,7 16,0 350 5070 1400 80 0,149 
10 3/8 9,7 18,0 700 10150 2800 90 0,205 
12 1/2 13,0 22,0 350 5070 1400 100 0,285 
19 3/4 19,2 29,0 345 5002 1380 205 0,414 
25 1 25,8 35,0 250 3625 1000 230 0,493 
32 1-1/4 32,0 45,0 250 3625 1000 350 0,855 
 

HIDRAULIČNA 
CREVA
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Crevo Termoplastično 
MTKH

 

Konstrukcija creva: 
Unutra: termoplasticni poliester 
Ojačanje: aramidno pletivo i 
opleta od celicne žice 
Spoljni sloj abrazivno otporan, 
poliuretan , UV stabilan, otporan 
na mikoroorganizme 
Temperaturni opseg -40˚C do 
+100˚C  

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: aramid fiber braid and a 
high tensile steel braid 
Cover: andiabrasion polyurethane, stabilized 
to UV rays and resistant to micro-organisms 
Temperature range: -40˚C to +100˚C  

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
6 1/4 6,4 14,5 700 10150 2800 40 0,260 

10 3/8 9,5 18,0 425 6162 1700 60 0,344 
12 1/2 13,0 22,0 375 5437 1500 75 0,460 
19 3/4 19,2 28,2 225 3262 900 150 0,659 
25 1 25,8 35,4 200 2900 800 250 0,860 
 

 

Crevo Spir Star 2W

 

Konstrukcija creva: 
Unutra: poliamid 
Ojačanje: četiri opleta od celicne 
žice 
Spoljni sloj poliuretan 
Temperaturni opseg -30˚C do 
+60˚C  

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: four high tensile steel braid 
Cover: polzurethane 
Temperature range: -30˚C to +60˚C  

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
6 1/4 6 12 1280 18560 3200 95 0,23 
8 3/8 8 14,3 1040 15080 2600 110 0,314 

10 3/8 10 17,2 1100 15950 2760 125 0,43 
13 1/2 12,8 20,8 1040 15080 2600 150 0,59 
19 3/4 18,8 29,5 760 11020 1900 220 1,16 
25 1 25 35,6 640 9280 1600 280 1,49 
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Crevo Termoplastično 
MTKH

 

Konstrukcija creva: 
Unutra: termoplasticni poliester 
Ojačanje: aramidno pletivo i 
opleta od celicne žice 
Spoljni sloj abrazivno otporan, 
poliuretan , UV stabilan, otporan 
na mikoroorganizme 
Temperaturni opseg -40˚C do 
+100˚C  

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: aramid fiber braid and a 
high tensile steel braid 
Cover: andiabrasion polyurethane, stabilized 
to UV rays and resistant to micro-organisms 
Temperature range: -40˚C to +100˚C  

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
6 1/4 6,4 14,5 700 10150 2800 40 0,260 

10 3/8 9,5 18,0 425 6162 1700 60 0,344 
12 1/2 13,0 22,0 375 5437 1500 75 0,460 
19 3/4 19,2 28,2 225 3262 900 150 0,659 
25 1 25,8 35,4 200 2900 800 250 0,860 
 

 

Crevo Spir Star 2W

 

Konstrukcija creva: 
Unutra: poliamid 
Ojačanje: četiri opleta od celicne 
žice 
Spoljni sloj poliuretan 
Temperaturni opseg -30˚C do 
+60˚C  

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: four high tensile steel braid 
Cover: polzurethane 
Temperature range: -30˚C to +60˚C  

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
6 1/4 6 12 1280 18560 3200 95 0,23 
8 3/8 8 14,3 1040 15080 2600 110 0,314 

10 3/8 10 17,2 1100 15950 2760 125 0,43 
13 1/2 12,8 20,8 1040 15080 2600 150 0,59 
19 3/4 18,8 29,5 760 11020 1900 220 1,16 
25 1 25 35,6 640 9280 1600 280 1,49 
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Crevo Termoplastično 
MTKH

 

Konstrukcija creva: 
Unutra: termoplasticni poliester 
Ojačanje: aramidno pletivo i 
opleta od celicne žice 
Spoljni sloj abrazivno otporan, 
poliuretan , UV stabilan, otporan 
na mikoroorganizme 
Temperaturni opseg -40˚C do 
+100˚C  

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: aramid fiber braid and a 
high tensile steel braid 
Cover: andiabrasion polyurethane, stabilized 
to UV rays and resistant to micro-organisms 
Temperature range: -40˚C to +100˚C  

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
6 1/4 6,4 14,5 700 10150 2800 40 0,260 

10 3/8 9,5 18,0 425 6162 1700 60 0,344 
12 1/2 13,0 22,0 375 5437 1500 75 0,460 
19 3/4 19,2 28,2 225 3262 900 150 0,659 
25 1 25,8 35,4 200 2900 800 250 0,860 
 

 

Crevo Spir Star 2W

 

Konstrukcija creva: 
Unutra: poliamid 
Ojačanje: četiri opleta od celicne 
žice 
Spoljni sloj poliuretan 
Temperaturni opseg -30˚C do 
+60˚C  

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: four high tensile steel braid 
Cover: polzurethane 
Temperature range: -30˚C to +60˚C  

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
6 1/4 6 12 1280 18560 3200 95 0,23 
8 3/8 8 14,3 1040 15080 2600 110 0,314 

10 3/8 10 17,2 1100 15950 2760 125 0,43 
13 1/2 12,8 20,8 1040 15080 2600 150 0,59 
19 3/4 18,8 29,5 760 11020 1900 220 1,16 
25 1 25 35,6 640 9280 1600 280 1,49 
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Crevo Termoplastično 
MTKH

 

Konstrukcija creva: 
Unutra: termoplasticni poliester 
Ojačanje: aramidno pletivo i 
opleta od celicne žice 
Spoljni sloj abrazivno otporan, 
poliuretan , UV stabilan, otporan 
na mikoroorganizme 
Temperaturni opseg -40˚C do 
+100˚C  

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: aramid fiber braid and a 
high tensile steel braid 
Cover: andiabrasion polyurethane, stabilized 
to UV rays and resistant to micro-organisms 
Temperature range: -40˚C to +100˚C  

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
6 1/4 6,4 14,5 700 10150 2800 40 0,260 

10 3/8 9,5 18,0 425 6162 1700 60 0,344 
12 1/2 13,0 22,0 375 5437 1500 75 0,460 
19 3/4 19,2 28,2 225 3262 900 150 0,659 
25 1 25,8 35,4 200 2900 800 250 0,860 
 

 

Crevo Spir Star 2W

 

Konstrukcija creva: 
Unutra: poliamid 
Ojačanje: četiri opleta od celicne 
žice 
Spoljni sloj poliuretan 
Temperaturni opseg -30˚C do 
+60˚C  

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: four high tensile steel braid 
Cover: polzurethane 
Temperature range: -30˚C to +60˚C  

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
6 1/4 6 12 1280 18560 3200 95 0,23 
8 3/8 8 14,3 1040 15080 2600 110 0,314 

10 3/8 10 17,2 1100 15950 2760 125 0,43 
13 1/2 12,8 20,8 1040 15080 2600 150 0,59 
19 3/4 18,8 29,5 760 11020 1900 220 1,16 
25 1 25 35,6 640 9280 1600 280 1,49 
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Test crevo TS8 
  

 

Konstrukcija creva: 
Unutra: termoplasticni poliester 
Ojačanje: aramidno pletivo  
Spoljni sloj abrazivno otporan, 
poliuretan  
Temperaturni opseg -40˚C do 
+100˚C  
Sigurnosni faktor: 1:3 
Vakum: -13,5psi 

Hose construction: 
Tube:  thermoplastic polyester 
Reinforcement: aramid fiber braid  
Cover: andiabrasion polyurethane 
Temperature range: -40˚C to +100˚C  
Safety factor: 1:3 
Vacuum: -13,5psi 

Nazivni prečnik Unutrašnji 
Ø 

Spoljašnji Ø Radni pritisak Rasprskavajući 
pritisak pri 23˚C 

Radijus 
savijanja 

Težina 

mm inch mm mm bar psi bar mm kg/m 
1.8 5/64 1.8 4.5 560 8120 1680 15 0.016 
2.1 1/12 2.1 5.0 630 9135 1890 20 0.079 
2.1 1/12 2.1 5.5 630 9135 1890 20 0.023 
2.6 1/10 2.6 5.5 630 9135 1890 20 0.023 
2.7 1/10 2.7 5.5 630 9135 1890 20 0.022 
3.0 1/8 3.0 6.0 533 7733 1600 30 0.026 
4.0 5/32 4.0 8.0 550 7975 1650 35 0.044 
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CREVA


